Additional Radar Message Formats

The radar message format output at the sensor site is a function of what kind of radar digital target extractor (DTE) accompanies the particular radar. Most target extractors output a standard CD-2 message format unless it is a 3-D radar.  Some radar's have built in DTE's and some have DTE's that are added to the radar system.  The type of DTE and the message formats for the each of the requested radars is listed below.  All of the requested radars output the CD-2 message format at this time.

 AN/DPS-5                TDX-2000 DTE (CD-2)

 AN/FPS-20A          
 CD-2 DTE (CD-2)

 AN/FPS-66A         
 CD-2 DTE (CD-2)

 AN/FPS-67A        
 CD-2 DTE (CD-2)

 AN/FPS-67B         
 CD-2 DTE (CD-2)

 AN/TPS-43           
 CD-2 or TDX-2000 or ATS DTE(CD-2): Normally the DTE 



 with theTPS-43 3D radar does not provide 3D height.

 ARSR-1D            
 CD-2 DTE (CD-2)

 ARSR-1E              
 CD-2 DTE (CD-2)

 ARSR-2                
 CD-2 DTE (CD-2)

 ASR-7EL              
 CD-2 or TDX-2000 DTE(CD-2)

 BOS 

 
 CD-2 DTE (CD-2)

 GPN-12               
 CD-2 or TDX-2000 DTE (CD-2)

 GPN-20               
 CD-2 or TDX-2000 DTE(CD-2)

 GPN-27               
 CD-2 or TDX-2000 DTE(CD-2)

 L-88A                
 TDX-2000 DTE (CD-2)

